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THL? OOCimgNT CONTAINS tHFORHATION AFFECTING THE NATIONAC DEFENSE 
OF THE ORITBO STATUS WITHIN TH8 aSAHlNG OF TITLE 18 . SECTIONS 7D9 
AND 7»8, OF THE 15. S. CODE, AS AMEBDEO, fTS 'mAHSBISSSOH 00 nEVBt 
ATION OF ITS C0BTEBi:3 TO Oft ftSCBIPT BY AH UWAUTHORIZED PEfiSON 
IS PftOHlBiTSD BY LAW THE HEPftODUCnOW OF THIS FOtIH IS PRONietTCD. 


THIS IS UNEVALUATED INFORMATION 
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DO NOT CIRCULATE. 

Tlie indispensable ifiinium (red lead oxide, Pb304) for coating iron pjroducts has 
been replaced by a substitute, because of the great scarcity of linseed oil 
in^ortant in raking bauxite paint for irooden box cars* 

The oil-producing seeds grovm in Hungary (sunf loiter, tobacco, heiapjmust be 
acti'^tei prior to their use, th/^t is, treated in high temT^era Lures (300®C), 
causing certai n chemi cal changes, so that the oil, vrith regard to the techniques 
used in making | l acquer, becomes a satisf victory base product « By this 

acti’^mtion method the half-drying oils can be processed into a techniaal resin*. 

T!ie resin thus produced is dissolired on a 1-1 ratio in bensine, which solution 
is mixed with bauxite-red paint. 50X1 -HUM 


3. This paint composition, obtainable solely from Hungarian products, is suitj-bl© 
as a substitute for the bauxite-rod linseed oil base.. 
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